AGMEC

A DIVISION OF CORROCOAT CORROSIONEERING

AGMEC PIPE SPRAYER

In Situ
The pipe sprayer is utilised to coat pipe PIPE SPRAYER
internals with suitable coatings. The coatings 8" (200mm) NB To 48"
are atomised by centrifugal force that is produced (1200mm) NB Pipe
by the specially designed spray cup. An oscillating
spray pattern is produced through the spray
cup being angled to the rotating head, so as
the head turns, a to and fro movement is
generated, much as would occur with a hand
application.

Coatings can be applied to pipe diameters from
8"(200mm) to 28" (700mm) NB without the need
to change either the spray cup or the carriage.
Diameters up to 60”(1.5m) NB have been
successfully applied by changing the pipe spray
carriage and adding extensions arms. Linear
coating application speeds vary according to th
pipe diameter, dry film thickness (DFT)
requirement and the product being applied.
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TECHNICAL DATA
Spinner T~

Range of Diameters; 200-1000mm

Max operating Pressure;

Spinner 115psi (8bar)
Body 90 psi (6.2bar) Coating
Tube
Coating Connection; 14 NPT Cotintar
Weight
Air Connection; 1/4 BSP
Basic Dimensions; 650/900mm long, 150mm wide

Tel: 44 (0) 113 2760760
Email: info@corrocoat.com
www.corroserve.com/services/pump-services



